
PARAGRAPH 63.265 DEFINITION OF BUFFERYARD OPTIONS 
(Requirements are per 100’ of distance) 

NOTE: See Following Page for Illustration of Structures 
BUFFERYARD 

CLASS 
WIDTH CANOPY 

PLANTINGS 
UNDERSTORY 

PLANTINGS 
SHRUBS STRUCTURES NOTES 

A 5’ 
10’ 

1.0 
0.0 

1.0 
1.0 

0.0 
0.0 

 

B 10’ 
15’ 
20’ 

1.0 
0.8 
0.6 

2.0 
1.6 
1.2 

0.0 
0.0 
0.0 

 

C 10’ 
15’ 
20’ 

1.0 
0.8 
0.6 

2.0 
1.6 
1.2 

3.0 
2.4 
1.8 

 

D 10’ 
15’ 
20’ 
25’ 

2.5 
2.0 
1.6 
1.2 

5.0 
4.0 
3.2 
2.4 

8.0 
6.0 
4.8 
3.6 

 

E 10’ 
20’ 
25’ 
30’ 

2.7 
3.0 
2.4 
1.8 

5.4 
6.0 
4.8 
3.6 

8.0 
9.0 
7.2 
5.4 

F1 

F 10’ 
15’ 
20’ 
25’ 
30’ 

3.0 
4.5 
5.0 
4.0 
3.0 

6.0 
9.0 

10.0 
8.0 
6.0 

8.5 
13.5 
15.0 
12.0 
9.0 

F2 or B1 
F1 

G 15’ 
20’ 
25’ 
30’ 

2.8 
3.0 
4.0 
3.2 

4.2 
3.15 
6.0 
4.8 

14.0 
15.0 
20.0 
16.0 

F3 or B2 
F2 or B1 

H 20’ 
30’ 
40’ 

3.0 
5.0 
4.0 

4.5 
7.5 
6.0 

18.0 
30.0 
24.0 

BW1 or B3 
B2 or F3 
B1 or F2 

I 30’ 
40’ 
50’ 
75’ 

4.8 
6.4 
8.0 
6.4 

7.2 
9.6 

12.0 
9.6 

28.8 
38.4 
48.0 
38.4 

BW1 or B3 
B3 or F3 
B2 or F2 
B1 or F2 

J 
When Adjacent 

To: 
Class I-IV Use 

500’ 10.0 10.0 16.0  

Class V-VI Use 100’ 8.0 8.0 12.0  

Class VII-IX Use 50’ 7.0 7.0 10.0  

K 
When Adjacent 

To: 
Class I-IV Use 

1000’ 10.0 10.0 16.0  

Class V-VI Use 500’ 8.0 8.0 12.0  

Class VII-IX Use 200’ 7.0 7.0 10.0  

S1 0 1 0 0  

S2 0 2 0 0  

In Bufferyards A, B, 
and C a structure 
equal or exceeding 
F1 may be 
substituted for 
understory 
plantings. 

 
 


